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Mt. Pleasant Center Demolition Phase I 
Asbestos Removal and Dust Control During Demolition 
Information provided by AKT Peerless Environmental & Energy Services 
 

Asbestos Removal 

Asbestos containing building materials are present at the Mt. Pleasant Center. Therefore, these materials 

will be removed in accordance with state and federal regulations by a licensed asbestos abatement 

contractor. Below is some information regarding the removal of this asbestos: 

 Asbestos is regulated by several State and Federal agencies; building owners and demolition 

contractors must comply with regulations that are designed to prevent the release of asbestos fibers 

to the air, as well as protect human health and the environment.   

 Prior to the start of any demolition, each building is thoroughly surveyed by a State of Michigan 

licensed asbestos building inspector to identify the location and quantity of asbestos present.  

 The State of Michigan is then notified prior to the start of any demolition or asbestos removal 

activities; state and federal officials often inspect demolition and asbestos abatement activities to 

ensure compliance with laws.  

 Demolition and abatement contractors establish regulated areas and utilize only licensed, trained 

workers to remove asbestos.  

 All asbestos abatement is conducted following specific work practices and typically occurs wet 

within a contained area.  

 Air monitoring is conducted before, during and after asbestos abatement activities to ensure the 

contractor is utilizing appropriate techniques and asbestos fibers are adequately controlled. 

 All asbestos materials removed from the building are sealed in a leak tight container, labeled, and 

disposed of at a licensed landfill; these landfills have special requirements for handling and 

securing the asbestos containing waste to prevent releases of fibers into the air.  

 Transportation vehicles that move the waste to the asbestos landfill also have special labeling 

requirements and waste shipment recordkeeping requirements.  

 

Dust Control 

 The creation of dust is inherent to the demolition process; however, it is controlled to prevent the 
creation of a hazard or nuisance in the surrounding area.  

 Proactive measures and control techniques will be employed during the demolition of the buildings 
at the Mt. Pleasant Center to limit the amount of dust generated and prevent the dust from being 
released beyond the active demolition zone.  

 During the demolition, weather conditions will be monitored for high winds or dry conditions, which 
may contribute to dust generation; whenever possible, demolition activities will be conducted wet. 

 Heavy equipment will be confined to the demolition work area in an attempt to minimize the 
migration of dust.  

 Entrances, exits and roadways in areas adjacent to the work area will be kept clean of dirt and 
demolition materials.  

 Street sweeping and cleaning will performed on an as needed basis throughout the project. 
 
Questions or concerns regarding the demolition process can be directed to: 
Darrick Huff, Project Manager  
Spicer Group 
(989) 754-4717, ext. 5565 
darrickh@spicergroup.com  
 


